10.

CITY OF HOUSTON
DEPARTMENT OF PUBLIC WORKS AND ENGINEERING
STREET & BRIDGE NOTES

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING’S “STANDARD
CONSTRUCTION SPECIFICATIONS”. DATED OCTOBER 2002, AND “STANDARD
CONSTRUCTION DETAILS FOR WASTEWATER COOLECTION SYSTEMS, WATER
LINES, STORM DRAINAGE AND STREET PAVING” DATED OCTOBER 2002 (AND
LATER) UNLESS OTHERWISE NOTED AND APPROVED ON THESE PLANS. THE
DESIGN IS CONSISTENT WITH THE MINIMUM STANDARDS ESTABLISHED IN THE
“INFRASTRUCTURE DESIGN MANUAL” DATED OCTOBER 2002.

FILL AREAS ON PLANS SHALL BE FILLED IN LAYERS NOT EXCEEDING 8” IN
DEPTH AND EACH COMPACTED TO NOT LESS THAN 95% STANDARD PROCTOR
DENSITY PRIOR TO INSTALLATION OF WATER LINE AND FILL AREA SHALL BE
SEEDED AND FERTILIZED WITHIN 10 WORKING DAYS.

UTILITY CONTRACTOR SHALL PROVIDE TEMPORARY SILT BARRIER FENCE ON
ALL NON-CURB INLETS WHICH WILL REMAIN IN PLACE AFTER UNDERGROUND
CONTRACT IS COMPLETE.

CONTRACTOR SHALL PROVIDE SILT BARRIER FENCE ON ALL STAGE 1 CURB
INLETS.

EXISTING PAVEMENTS, CURBS, DRIVEWAYS, AND SIDEWALKS DAMAGED OR
REMOVED DURING CONSTRUCTION SHALL BE REPLACED TO CITY OF HOUSTON
STANDARDS, WITH LATEST ADDENDUM’S AND AMENDMENTS THERETO.

CONDITION OF THE ROAD AND/OR RIGHT-OF-WAY. UPON COMPLETION OF JOB,
SHALL BE AS GOOD AS OR BETTER THAN PRIOR TO STARTING WORK.

ADEQUATE DRAINAGE SHALL BE MAINTAINED AT ALL TIMES DURING
CONSTRUCTION AND ANY DRAINAGE DITCH OR STRUCTURE DISTURBED
DURING CONSTRUCTION SHALL BE RESTORED TO SATISFACTION OF THE
OWNING AUTHORITY.

EXPOSED 15” OF REINFORCING STEEL AT PROPOSED SAWED JOINT, IF NO
REINFORCING STEEL EXISTS, USE HORIZONTAL DOWELS. HORIZONTAL DOWELS
SHALL BE #6 BARS. 24” LONG. 24" C-C. DRILLED AND EMBEDDED 8” INTO THE
CENTER OF THE EXISTING SLAB WITH “PO ROC” OR EQUAL.

CONTRACTOR TO TAKE NECESSARY PRECAUTIONS TO PROTECT ROOT SYSTEMS
OF SHRUBS, PLANTS AND TREES ALONG AREAS OF EXCAVATION.

CONTRACTOR SHALL COMPLY WITH OSHA REGULATIONS AND STATE OF TEXAS
LAW CONCERNING EXCAVATION, TRENCHING AND SHORING AS SPECIFIED IN
CITY OF HOUSTON ORDINANCE #87-1457.



11. WHEEL CHAIR RAMPS SHALL BE INSTALLED IN ACCORDANCE WITH CITY OF
HOUSTON STANDARDS AT ALL INTERSECTIONS WHERE SIDEWALKS EXIST AND
THE EXISTING CURB OR SIDEWALK IS DAMAGED OR REMOVED DURING
CONSTRUCTION.

12. WASTEWATER COLLECTION SYSTEMS, WATER LINES, STORM DRAINAGE AND
STREET PAVING SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CITY OF
HOUSTON, DEPARTMENT OF PUBLIC WORKS AND ENGINEERING’S “STANDARD
CONSTRUCTION SPECIFICATIONS” DATED OCTOBER 2002 AND “STANDARD
CONSTRUCTION DETAILS FOR WASTEWATER COLLECTION SYSTEMS. WATER
LINES, STORM DRAINAGE AND STREET PAVING” DATED OCTOBER 2002 UNLESS
OTHERWISE NOTED AND APPROVED ON THESE PLANS. THE DESIGN SHOULD BE
CONSISTENT WITH THE MINIMUM STANDARD ESTABLISHED IN THE “DESIGN
MANUAL FOR WASTEWATER COLLECTION SYSTEMS, WATER LINES, STORMS
DRAINAGE AND STREET PAVING” DATED OCTOBER 2002.

13. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR ANY DAMAGES TO
EXISTING WATER, WASTEWATER, STORM SEWER AND TRAFFIC SIGNAL
CONDUITS, ALL DAMAGES SHALL BE REPAIRED IN ACCORDANCE WITH THE CITY
OF HOUSTON, DEPT. OF PUBLIC WORKS AND ENGINEERING “STANDARD
CONSTRUCTION SPECIFICATIONS” WITH LATEST ADDENDA AND AMENDMENTS
THERETO, AT NO COST TO THE CITY OF HOUSTON.

14. PRIOR TO STREET CONSTRUCTION, THE CONTRACTOR SHALL CONTACT THE
DEPARTMENT OF PUBLIC WORKS AND ENGINEERING AT 713-535-7579 OR 713-535-
7582 AND COMPLY WITH ALL REQUIREMENTS FOR THE ISSUANCE OF
NECESSARY PERMITS/WORK ORDERS FOR STREET CONSTRUCTION.

15. DOUBLE REFLECTORIZED BLUE TRAFFIC MARKERS SHALL BE PLACED 6-INCHES
OFFSET OF THE CENTERLINE OF ALL FIRE HYDRANT LOCATIONS BY THE PAVING
CONTRACTOR. HYDRANTS LOCATED AT INTERSECTIONS SHALL HAVE A BUTTON
PLACED ON EACH STREET.



